
SCHOTTEL
for the Shipping World

Icebreaker / Emergency Towing and Salvage Vessel /

Marine Pollution Control Vessel ARKONA
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Innovators in Propulsion Technology
SCHOTTEL GmbH & Co. KG · Mainzer Straße 99 · D-56322 Spay/Germany
Tel.: + 49 (0) 26 28 / 6 10 · Fax: + 49 (0) 26 28 / 6 13 00 · e-Mail: info@schottel.de · www.schottel.de

Owner: Wasser und Schiffahrsamt Stralsund, Germany

Designer: BAW Bundesamt für Wasserbau Hamburg

Shipyard: Peene Werft, Germany

Commissioned: September 2004

Main propulsion: 2 x Pod drive SCHOTTEL Electric Propulsor type SEP 2 

Power: 2 x 1850 kW / 250 r.p.m. (2480 hp)

Propeller: Twinpropeller 2 x 3 bladed, diameter 2450 mm  (8.03 feet)

Auxiliary propusion: 1 x SCHOTTEL Pump-Jet type SPJ 220 1000 kW / 1180 r.p.m. (1341 hp)

Steering: SCHOTTEL electric steering system

Bollard pull: 43 t

Speed: 13.5 knots

Classification: GL �100 A5 E3, FF1 "Oil and Chemical Recovery Vessel TUG, 

ICEBREAKER" �MC, E3 AUT, RP 50%
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Main dimensions

Length overall: 69.20 m (277.03 ft)

Length pp: 66.40 m (217.85 ft)

Beam moulded: 15.00 m (49.21 ft)

Designed draft: 4.50 m (14.76 ft)
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